EXTREME STRIPP

SUPER CONCENTRATED WAX STRIPPER

- Ideal in more extreme conditions
- Works on all finishes
- Ideal in an overcoating situation

PROFESSIONAL

Concentrated wax stripper for removing old layers of metal cross-linked acrylic wax. Ideal for extreme conditions
and effective also at low concentrations.

HOW TO USE DILUTION

Dilute the product in the single disc machine tank to the recommended With single disc machine: 5% - 10% (500 ml to 1 L in 10 L of water) Manually:
concentration. Apply the solution directly to the floor using the single disc 10% - 20% (1 L - 2 L every 10 L of water).

machine and use the green or black abrasive disc (depending on the floor).

Carefully wet vacuum and leave to dry. Remove any streaks or water marks with

a damp mop and if necessary and for wax layering, rinse using a single disc

machine.

TECHNICAL DATA PICTOGRAMS

ASPECT: Clear liquid N °
PERFUME: Pine ‘
COLOR: Yellow i
ACTIVE SUBSTANCE [%]: 35 + 2 = l’l
PH: > 13,0 e —
DENSITY: 1.05 ‘ :
DANGER WARNING
WARNINGS

Harmful if swallowed. Causes severe skin burns and eye damage. May cause respiratory irritation. If medical advice is needed, have product container or label at hand. Keep out of reach of children. Use only outdoors or
in a well-ventilated area. Wear eye protection. IF SWALLOWED: rinse mouth. Do NOT induce vomiting. IF ON SKIN (or hair): Remove/Take off immediately all contaminated clothing. Rinse skin with water/shower. IF IN
EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing. Inmediately call a POISON CENTER or doctor/physician. Dispose of contents/container in
accordance with applicable regulations. Contents 2-BUTOXYETHANOL; ETHYLENE GLYCOL MONOBUTYL ETHER; BUTYL CELLOSOLVE, 2-AMINOETHANOL; ETHANOLAMINE, SODIUM METASILICATE
PENTAHYDRATE,ISOTRIDECANOL ETHOXYLATED.

NOTES
Detergent for hard surfaces (wax stripper). PRODUCT FOR PROFESSIONAL USE ONLY. SAFETY DATA SHEET AVAILABLE FOR PROFESSIONAL USERS.

PACKAGING
CODE SIZE QUANTITY PALLET

4304 kg 5 4 9x4=36

SIS

,: SUTTER INDUSTRIES S.p.A.
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